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Important Safety Instructions
1. This unit has rotating parts and safety precautions should be exer-

cised during installation, operation and maintenance.
2. CAUTION: For General Ventilation Use Only. Do Not Use To

Exhaust Hazardous Or Explosive Materials And Vapors.
3. WARNING: TO REDUCE THE RISK OF FIRE, ELECTRIC SHOCK,

OR INJURY TO PERSONS - OBSERVE THE FOLLOWING:
a. Use this unit only in the manner intended by the

manufacturer.  If you have questions, contact the factory.
b.  Before servicing or cleaning, unplug power cord or

switch power off at service panel and lock service panel to
prevent fan from being switched on accidentally. When the
service disconnecting means cannot be locked, securely
fasten a prominent warning device, such as a tag, to the
service panel.

c. Installation work and electrical wiring must be done by
qualified person(s) in accordance with all applicable codes
and standards,  including fire-rated construction.

d. The combustion airflow needed for safe operation of fuel
burning equipment may be affected by this unit's operation.
Follow the heating equipment manufacturer's guidelines
and safety standards such as those published by the
National Fire Protection Association (NFPA), the American
Society of Heating, Refrigeration, and Air Conditioning
Engineers (ASHRAE) and the local code authorities.

e. When cutting or drilling into wall or ceiling, do not damage
electrical wires or other hidden utilities.

f.  Ducted fans must always be vented to the outdoors.

WARNING: If a visual error indicator is activated, do not operate the
clothes dryer.  See section in this instruction manual titled
“Error Indications”.

CAUTION: Do not install less than 5 linear feet (1.52 linear meters)
from clothes dryer exhaust outlet.

CAUTION: Do not exhaust air in excess of 75°C.
CAUTION: Do not install in an exhaust ductwork of a clothes dryer

whose instructions prohibit the installation of a clothes
dryer booster fan.

CAUTION: Do not install in an exhaust ductwork where the
equivalent duct length is < 25 feet (7.62 meters).  The
DBA-4HPT is suitable to overcome an equivalent duct
length of 130 feet (40 meters) of 4 inch diameter
galvanized steel duct, and to maintain a air velocity of
1200fpm (6.10 m/s).

CAUTION: A secondary lint trap must be installed between the
clothes dryer and the clothes dryer booster fan if the
booster fan is located less than 15 linear feet (4.6 linear
meters) from the exhaust of the clothes dryer.

DBA-4HPT Kit Includes:
1 A-4HP Inline Fan with Integral Control
1 Indicator Panel with 50’ (15.4m) of cable
1 Fan Mounting Bracket and Hardware
1 Duct Clamp
1 Tubing & Grommet

Electrical Connection
DO NOT CONNECT POWER SUPPLY UNTIL FAN IS COMPLETELY
INSTALLED.

The DBA-4HPT is provided with a 120VAC power cord.

Installation Guidelines
IMPORTANT NOTICE! TO PREVENT THE POSSIBILITY OF DRYER
FAN CAVITATION AND/OR EXHAUSTING EXCESS HEAT REQUIRED
FOR THE DRYING  CYCLE AND COMPROMISING DRYING TIMES,
BOOSTER FAN AIRFLOW MUST NOT EXCEED THE DRYER FAN
CAPACITY.

Calculating Duct Run
To calculate the length of your planned duct run, measure from the dryer
to external venting point in roof or wall. For each bend or elbow add 5-7
feet to your total duct run calculations. The DBA-4HPT can be used on
runs up to 130 feet.

Fan and Switch Mounting
The recommended location of the booster fan is a minimum of 15 linear
(not equivalent) feet of duct from the dryer outlet. If the fan is mounted
closer than the recommended 15 feet, it may develop enough pressure
to lift wet lint into the fan impeller resulting in excessive lint loading in the
fan. The best location for mounting the fan is as close as possible to the
termination of the duct work.  Exception: If a secondary lint filter is
installed between the dryer and the booster fan, the booster fan may be
mounted within the minimum distance otherwise recommended (See
illustration on next page). A mounting bracket (included) attached to a
rafter or joist should be used to stabilize the fan. Although not
recommended, a vertical rigid duct may support the fan if the duct is
securely stabilized. (Consult local codes prior to supporting the fan in the
duct alone.) The duct work to the inlet of the DBA-4HPT is to be attached
with the clamp (included) to permit periodic inspection of the blower.
Refer to maintenance instructions for inspection recommendations.  All
duct connections should be properly sealed to prevent leak age and loss
of fan performance. Flex duct (if allowed by building codes) should be
stretched as smooth as possible.




