XMV SERIES FANS

INSTALLATION
INSTRUCTIONS
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READ AND SAVE THESE INSTRUCTIONS

IMPORTANT:
READ THESEINSTRUCTIONS COMPLETELY
BEFORE INSTALLING FAN.

llustration #1

Nlustration #2

FAN INSTALLATION

STEP 1.

When selecting the fan mounting
location, the following criteria should be
considered: a) type of application; b)
proximity to fresh air intakes; c) sound
created by fan operation.

a) For dryer boosting applications, fan
must be mounted a minimum of 12 linear
feet from the dryer outlet. If the fan is
mounted closer than the recommended
12 feet, it will develop enough pressure to
pull wet lint through the duct system
causing buildup on the impeller and
clogging of the vents in the discharge
cover. Important Notice: To prevent the
possibility of fire hazards when using a
booster fan in conjunction with a gas fired
dryer, booster fan flow must not exceed
the dryer fan capacity. Typical residential
dryer fans produce 160 cfm.

For range venting applications, sufficient
access for periodic cleaning of exhausted
grease from the wall and fan discharge
cover should be provided.

NOTE: In orderto minimize operational
noise, only the XMV-A4 should be used
for a direct through-the-wall system.
The larger units (XMV-A4HP - XMV-
A8HP) should only be used in
conjunction with ducted systems.

b) With any exhaust system, fan should
be located aminimum of 6 feethorizontally
and 8 feet vertically from any fresh air
intakes for HVAC systems, heat recovery
systems, etc. to prevent re-entrainment
of exhausted air streams. Windows that
are frequently opened during moderate
seasons may also be considered fresh air
intakes.

c) Although system noise at the point of
exhaust will be virtually silent, windows
and other structural openings may be
sources for noise entry during fan
operation. Proximity to windows and
openings should be considered.

Select the location on the exterior wall
where the fan is to be mounted. Make a

hole through the wall that is 1/2" larger
than the diameter of the fan duct
connection collar. A short piece of rigid
duct(notincluded) approximately 2" longer
than the wall thickness is recommended
for use as an extension through the wall.

STEP 2.

Remove the four screws securing the white
fan discharge cover and remove the cover.
Place the fan against the wall, as centered
as possible on the wall opening, then mark
the location of the four backplate mounting
holes and the electrical knockout. Drill a
hole for the electrical service that is 1/8"
larger than the size of conduit to be used.
A 1" diameter electrical service opening is
provided on the fan backplate (see
dimensional drawing on Page 2). When
mounting the fan on a masonry wall, drill 7/
32" holes forthe four anchors and mounting
screws (provided). Tap the anchors flush
into the holes. When mounting the fan on
a wood surface, wood screws should be
used.

NOTE: Ifthe fan is to be mounted on a wall
surface which is Lapped Siding, a mounting
frame made from 1" x 1" board may be
necessary for a flush fit (see lllustration
#2).

STEP 3.

Before mounting the fan, bring the electrical
supply through the wall. Attach the
extension collar to the fan duct connection
collar. The connection should be as air
tight as possible to prevent leakage from
the wall cavity. Apply a generous amount
of polyurethane caulk to the exterior side
of the fan housing backplate. This will
ensure an airtight/waterproof connection
between the fan and the wall surface. If a
mounting frame is used in conjunction
with lapped siding, be certain to apply a
generous amount of caulk between the
frame and the wall as well as the fan
backplate and the frame. Mount the fan to
the wall.

Note: Be certain to make an airtight seal
around all interior wall penetrations before
attaching duct work.

AMERICAN ALDES VENTILATION CORPORATION products are designed and manufactured to provide reliable performance, but they are not
guaranteed to be 100% free from defects. Even reliable products will experience occasional failures and this possibility should be recognized by the
user. If these products are used in a life support ventilation system where failure could result in loss or injury, the user should provide adequate
backup ventilation, supplementary natural ventilation, failure alarm system, or acknowledge willingness to accept the risk of such loss or injury.

WARNING




Wiring Instructions

STEP 1.

Remove the screws securing the
terminal box cover plate located on the fan
motor mounting bracket. All fan motor and
capacitor connections are pre-wired to an
electrical terminal strip. A 3/8" romex type
cable restraint connector will be needed to
secure the wiring through the knockout
provided on the side of the terminal box.

STEP 2.

Bring incoming electrical service
through the romex connector and the fan
electrical service opening (Refer to 1" Capacitar
opening, Dimensions "G" & "H"). Be sure to
place the connector nut over the wiring
coming into the terminal box. The fan motor
capacitor is loose in the terminal box. Move
the capacitor to allow access to the terminal
strip (see lllustration #3). There are two open
ports on the terminal strip. Using a small
regular screwdriver, tighten the neutral (white)
wire of the incoming supply under the open
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terminal strip port labelled "N". Tighten the
line (black) wire of the incoming supply under
the open terminal strip port labelled "L".
Secure the ground wire beneath one of the
terminal box mounting screws as indicated
in the illustration.

STEP 3.

Secure the romex connector.
Secure the incoming supply with the romex
connector. Place the capacitor back into the
terminal box. Replace the fan terminal box
cover.

All fan motor and capacitor connections have
been pre-wired from the factory. No additional
fan wiring is necessary.
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llustration #3

Troubleshooting

If fan fails to operate, please check the following:

1. Consult wiring diagrams (page four of these
instructions) to assure proper connection.

2. Check motor lead wiring, capacitor leads and
incoming supply leads to assure definite contact.

3. If possible, use a meter to test for continuity across
the fan motor leads. In order to do this, the
capacitor must be disconnected (do not test the
capacitor - it will not meter continuity). If motor leads
show continuity, consult factory for a replacement
capacitor.

Maintenance Instructions

1. Since fan bearings are sealed and provided
with an internal lubricating material, no additional
lubrication is necessary.

2. When using in a dryer boosting application,

DISCONNECT POWER SUPPLY and check impeller
periodically for lint buildup.

No other maintenance is necessary.




Wiring Diagrams
All Models XMV-A4 through XMV-A8HP
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Multiple Location Switching Wiring Diagram
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THREE (3) YEAR WARRANTY

THIS WARRANTY SUPERSEDES ALL PRIOR WARRANTIES

FOR FACTORY RETURN YOU MUST:

1) Have a Return Materials Authorization (RMA) number. This number
may be obtained by calling AMERICAN ALDES VENTILATION
CORPORATION at 1-800-255-7749. Please have Bill of Sale available.
2) The RMA number must be clearly displayed on the outside of the
carton, or delivery will be refused.

3) All product being returned must be shipped prepaid and be
accompanied with a copy of the Bill of Sale.

4) Product will be replaced/repaired and shipped back to buyer. No credits
will be issued.

DURING THE FIRST THIRTY (30) DAYS:

AMERICAN ALDES VENTILATION CORPORATION will replace any
product which has a factory defect in workmanship or material. Product
may be returned to either the point of purchase or the AMERICAN ALDES
factory, together with Bill of Sale, for an immediate replacement.

DURING THE FIRST THREE (3) YEARS (excluding the above 30 day
period):

AMERICAN ALDES VENTILATION CORPORATION will replace any
product which has a factory defect in workmanship or material. Product

must be returned to the AMERICAN ALDES factory, together with Bill of
Sale, and identified with an RMA number.

WARRANTY DOES NOT APPLY TO THE FOLLOWING:
Damages from shipping, either concealed or visible. Claim must be filed
with the carrier.
Damages resulting from improper wiring or installation.
Damages caused by acts of nature, or resulting from improper consumer
procedures such as:
Improper Maintenance,
Misuse, abuse, abnormal use, or accident, or
Incorrect electrical voltage or current.
Removal or alterations made on the AMERICAN ALDES label
control number or date of manufacture.
Any other warranty, expressed, written or implied, and to any
consequential or incidental damages, loss of property, revenues, or profit,
or costs of removal, installation or reinstallation, for any breach of
warranty.

WARRANTY VALIDATION:
The end user must keep a copy of the Bill of Sale to verify purchase
date.

LIMITATION OF WARRANTY AND LIABILITY

This warranty does not apply to any AMERICAN ALDES product or part which has failed as a result of faulty installation or abuse, incorrect electrical connections or
alterations made by others, or use under abnormal operating conditions or misapplication of the product or parts. We will not approve for payment any repair not made
by us or our authorized agent without prior written consent. The foregoing shall constitute our sole and exclusive warranty and our sole and exclusive liability, and is in
lieu of any other warranties, whether written, oral, implied or statutory. There are no warranties which extend beyond the description on the page hereof. In no event,
whether as a result of breach of contract, or warranty or alleged negligence, defect, incorrect advice or other causes, shall AMERICAN ALDES be liable for special or
consequential damages, including, but not limited to, loss of profits or revenue, loss of use of equipment or any other associated equipment, cost of capital, cost of
substitute equipment, facilities or services, downtime costs, or claims of customers of purchases for such damages. AMERICAN ALDES neither assumes or authorizes
any person to assume for it any other liability in connection with the sale of its products or parts. Some jurisdictions do not allow the exclusion or limitation of incidental
or consequential damages, so the above limitations and exclusions may not apply to you.

4537 NORTHGATE COURT
AMERICAN SARASOTA, FL 34234-2124, USA

II[IEEE '||:'E>I_( 941-351-3441
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VENTILATION CORPORATION WWW.americanaldes.com
e-mail: info@aldes-us.com
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