


XMV - Exterior Mount Ventilator DIMENSIONAL DATA
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4537 NORTHGATE COURT
SARASOTA, FL 34234-2124, USA
Tel:   941  • 351- 3441
Fax:  941  • 351- 3442
www.aldes-us.com
eml: info@aldes-us.com

ORDERING INFORMATION

COLLECTOR WYE
SLEEVE FOR

DUCTED PACKAGES

The XMV series is designed to provide quiet exhaust ventilation of bathrooms, offices,
small conference rooms, etc., where interior spaces or sound considerations do not
permit the installation of other fan types.  Five models for duct ranging from 4” to 8”
diameter are available.

Of rugged construction, lightweight and compact, the XMV’s feature a long-life and
energy efficient 115 volt external rotor motor in a galvanized steel housing with a baked
enamel finish.   Motor is solid-state speed controllable and is designed for air stream
temperatures up to 140° F.

ELECTRICAL and PERFORMANCE DATA

ADJUSTABLE
GRILLE

                 AIRFLOW           FLEXIBLE
 TOTAL  GRILLE DUCT   DUCT LENGTHS

                FAN PACKAGE    CFM    CFMDIAM.        A     B

XMV - A4 Single   60   60   4"   40'  —
XMV - A4HPSingle   60   60   4" 100'  —
XMV - A4HPDual 120   60   4"   60' 10'
XMV - A6 Dual 200 100   6"   20' 10'
XMV - A6HP*Dual 300 150   6" 100' 50'

*Speed control recommended for shorter duct lengths.
XMV - A8HPTriple 300 100 8"/5"   50' 20'

RECOMMENDED MAXIMUM DUCT LENGTHS

INSTALLATION
CONFIGURATIONS

P/N MODEL
99 070 XMV - A4
99 071 XMV - A4HP
99 072 XMV - A6
99 073 XMV - A6HP
99 074 XMV - A8HP
99 065 A4 Through-Wall Access. Package
99 066 A4 / A4HP Ducted Single Exhaust

Point Access. Package
99 067 A4 / A4HP Ducted Dual

Exhaust Point Access. Package
99 075 A4 / A4HP "Quiet Pak" Sound

Absorbing Accessory
99 068 A6 / A6HP Ducted Dual

Exhaust Point Access. Package
99 076 A6 / A6HP "Quiet Pak" Sound

Absorbing Accessory
99 069 A8HP Ducted Triple

Exhaust Point Access. Package
99 077 A8HP "Quiet Pak" Sound

Absorbing Accessory
Through-Wall package includes wall sleeve,
spring loaded backdraft damper and grille.
Accessory packages for ducted installations in-
clude wall sleeve, spring loaded backdraft damper,
a wye (dual pkgs) or collector (triple pkg), and the
appropriate number of sleeves and grilles.
"Quiet-Pak" sound absorbing accessories are for
use with metal duct installations.

MODEL   A  B C      SHIP WT.
XMV-A4 10¼" 13" 4"  9 lbs.
XMV-A4HP 10¼" 13" 4" 10
XMV-A6 10¼" 13" 6" 11
XMV-A6HP 14¼" 17" 6" 14
XMV-A8HP 14¼" 17" 8" 16
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Easy to InstallEasy to InstallEasy to InstallEasy to InstallEasy to Install
 Practical for restricted space
installations - Easy access to

motor and wiring.

Durable
Permanently lubricated sealed
ball bearings. No maintenance.

3-Year Warranty

Energy Efficient
Low power consumption motor.

Ductable
Quiet

Fan mounts on exterior wall so
noise is kept outside.

UL LISTED
DUCT FANS

(E77545)


